
www.selfclimat.com EN

PRICE LIST 
Catalog 2025



price list 2025  3

Price lliisstt  22002255

QQuuaalliittyy  iinn  tteerrmmss  ooff  oouurr  pprroodduuccttss  aanndd  sseerrvviiccee  hhaass  aallwwaayyss  bbeeeenn  cceennttrraall  ttoo  oouurr  ccoonncceerrnnss..    
IItt  iiss  oouurr  hhaallllmmaarrkk..  EEvveerryy  ddaayy,,  wwee  ssttrriivvee  ttoo  ooffffeerr  yyoouu  iinnnnoovvaattiivvee  pprroodduuccttss  ddiirreeccttllyy  iinn  kkeeeeppiinngg  
wwiitthh  tthhiiss  lloonnggssttaannddiinngg  ccoommmmiittmmeenntt  ttoo  qquuaalliittyy..  

WWee  hhaavvee  ffoorrggeedd  oouurr  eexxppeerrttiissee  aarroouunndd  tthhee  oovveerrffiillll  pprreevveennttiioonn  ddeevviiccee,,  wwee  aarree  ssppeecciiaalliissttss  iinn  tthhiiss  
rreeggaarrdd  aanndd  iitt  iiss  tthhiiss  oorriiggiinnaall  kknnooww--hhooww  tthhaatt  wwee  aarree  ccoonnttiinnuuiinngg  ttoo  hhaarrnneessss  ffoorr  tthhee  bbeenneeffiitt  ooff  aallll  oouurr  
ccuussttoommeerrss,,  iinnssttaalllleerrss  aanndd  uusseerrss  aalliikkee..

IInn  22002255,,  wwee  hhaavvee  aa  rraannggee  ooff  eevveerr  ssaaffeerr  pprroodduuccttss  aavvaaiillaabbllee  ttoo  gguuaarraanntteeee  ffllaawwlleessss  qquuaalliittyy  eevveerryy  ttiimmee..  

AAss  yyoouu  bbrroowwssee  tthhrroouugghh  tthhiiss  ccaattaalloogguuee,,  aalloonnggssiiddee  oouurr  bbrraanndd’’ss  ffllaaggsshhiipp  pprroodduuccttss  yyoouu’’llll  aallssoo  ffiinndd  
nneewwccoommeerrss::

-  A new mechanical float level gauge Mano-Clock Multi in high quality UV-resistant
and suitable for outdoor tanks

- A new Secure alarm range with multi & single zone level alerts

Our team of technicians and sales reps is on hand to provide you with a prompt service. 
You can count on it.

Looking forward to working with you soon!

The Management

1969 – 2025
CONTINUITY 
IN QUALITY

CONDITIONS OF CARRIAGE 2025 

STANDARD Delivery In mainland France

Amount ex-VAT of the order  1 to 55 € 56 to 350 € > 350 €

Packing and carriage 26 € 24 € Free carrier

EXPRESS Delivery In mainland France

Amount ex-VAT of the order  1 to 55 € 56 to 350 € > 350 €

Packing and carriage 45 € 
(Code 900 070)

* Express deliveries are only possible for non-palletized shipments in mainland France only.
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OVERFILL PREVENTION 
DEVICE

OVERFILL PREVENTION DEVICES ATEX 6 - 8

OVERFILL PREVENTION DEVICES 
FOR FUEL, DIESEL, ADBLUE®  6 - 10

ELECTRONIC OVERFILL PROTECTOR 11

SIZE CORRESPONDENCE

DN (mm) Inch (") Ø (mm)

DN8 1/4’’ 8/13

DN10 3/8’’ 12/17

DN15 1/2’’ 15/21

DN20 3/4’’ 20/27

DN25 1’’ 26/34

DN32 1’’1/4 33/42

DN40 1’’1/2 40/49

DN50 2’’ 50/60

DN65 2’’1/2 66/76

DN80 3’’ 80/90

DN100 4’’ 102/114

For all products marked with Datasheet Available, please 
visit our website www.selfclimat.com or contact us

D A T A S H E E T
A V A I L A B L E
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Scope of delivery
- Overfill prevention device
-  Aluminum identification

plate

- Operating instructions

-  Declaration EU
of conformity

Options
-  A cable tester to check

the OPD’s correct
operation once fitted
inside the tank

-  A holder clip to fit the
OPD’s identification plate

Advantages
-  Fully metallic (no seals)

construction for a better
durability

-  Free-maintenance,
non-corrodible material

-  Ready-to-fit :
no adjustment required

-  Ensures a complete
and automatic closure

-  Possibility of re-opening
and draining the delivery
pipe upstream

-  Each unit tested
in production

Compatibility
-  With a great variety

of liquids thanks to non-
corrodible material

-  Before installing, you must
check the compatibility
between the OPD and the
liquid stored in the tank.
Compatibility opinions
given by Self Climat are for
information only and can in
no circumstances be used
contractually.

-  A completely safe mechanical safety and
environmental protection device preventing
any risk of overflow when filling a static tank.

-  Fits on the filling tube inside the tank.

The operating principle is based on closing by 
hydraulic pressure applied inside the filling body: 
the progressive rise of the float – under the effect 
of filling – drives a piston that progressively closes 
the liquid passage and increase the hydraulic 
pressure to trigger the closing level.

Compliance with the following 
standards and directives in force
- European EN 13616-1 standard
- ATEX : suitable for use in zone 0, in compliance with directive

2014/34/UE
II 1 G

Ex h IIB T6 Ga
- American UL 2583 standard *
- Canadian CAN/ULC-S661-10 standard *
- Upcoming ratification of the ANSI/CAN/UL/ULC 2583:2021

Standard of Safety (applicable May 1st, 2025)*
- Dutch KIWA BRL-K636/03 standard *
- Order of 18/04/2008 relating to underground tanks containing

flammable liquids and their annex equipment
- Order of 01/07/2004 fixing the technical and safety regulations

applicable to the storage of petroleum products.
* Warning ! The item reference differs depending on the country
of destination. Please contact us.

Overfill prevention
devices for petroleum
fuels and chemical
industry

OVERFILL PREVENTION DEVICE

On our website
www.selfclimat.com a 3D 
animation showing the OPD 
shutoff mechanism.
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Self Climat Overfill 
prevention device 
-  Completely safe mechanical safety and environmental protection device preventing

any risk of overflow when filling a static tank
-  High reliability and durability of operation
-  High material resistance
-  All-metal product (no seal, no gasket, no maintenance)
-  Suitable for gravity or pressure filling operation
-  Operational test on every unit

TECHNICAL SPECIFICATIONS

DN 50 DN 80 DN 100

Connection thread 
inlet/outlet

G2" BSP F/F G3" BSP F/F G4" BSP F/F

Min. filling pressure 0,15 bar 0,15 bar 0,15 bar

Max. filling pressure 6 bar 8 bar  8 bar

Min. filling flow 1,4 m3/h - 24 LPM 3,6 m3/h - 60 LPM 55,6 m3/h - 9933 LPM

Max. filling flow (NF EN 13616-1) 21  m3/h - 350 LPM 54  m3/h - 900 LPM 84 m3/h - 1 400 LPM

Max. viscosity 55 cSt (*) 55 cSt (*) 55 cSt (*)

Working temperature - 25°C to + 60°C - 25°C to + 60°C - 25°C to + 60°C

Type of filling Pump or gravity Pump or gravity Pump or gravity

(*) Equivalence of units : 1 cSt = 1 mm²/s = 1 mPa/s

OPD N type for petroleum fuels 
2”, 3” and 4” BSP
-  Excellent resistance to automobile fuels (heating oil, diesel fuel, gasoline,

lead-free and leaded gasoline).
-  Aluminum body and galvanized steel float

Max. filling flow
(NF EN 13616-1) Weight Kg €

OPD DN 50 Type 200 N 21 m3/h 3,50 308 278 621,00

OPD DN 80 Type 323 N 54 m3/h 6,00 308 276 839,00

OPD DN 100 Type 423 N 84 m3/h 6,20 308 274 1010,00

OVERFILL PREVENTION DEVICE   

D A T A S H E E T
A V A I L A B L E

Max. filling flow (factory test)           40 m3/h - 667 LPM 60 m3/h - 1 000 LPM 84 m3/h - 1 400 LPM

Max. filling flow
(factory test)

40 m3/h

60 m3/h

84 m3/h

Part no.
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OPD NT type for the chemical 
industry 2” and 3” BSP 
-  Excellent resistance to chemical liquids, aviation fuels, biofuels, other petroleum

fuels, additives, oils, alcohols...
- Anodised aluminum body, 316 L stainless steel float

Max. filling flow
(NF EN 13616-1) Weight Kg €

OPD DN 50 Type 200 NT 2211  mm33//hh 22,,5500 330088  227799 849,00

OPD DN 80 Type 323 NT 5544  mm33//hh

55,,2200

330088  227777 1 166,00

OPD DN 100 Type 423 NT 8844  mm33//hh

OPD stainless steel (100% SS) 
3” BSP 
-  Excellent resistance to corrosive liquids or containing water (e.g. AdBlue®).
- 316 stainless steel body, 316 L stainless steel float

D A T A S H E E T
A V A I L A B L E

OVERFILL PREVENTION DEVICE

D A T A S H E E T
A V A I L A B L E

Max. filling flow
(factory test)

4400  mm33//hh

6600  mm33//hh

8844  mm33//hh

55,,0000

330088  227733 1 346,00

Part no.

Max. filling flow
(NF EN 13616-1) Weight Kg €

OPD DN 80 INOX 5544  mm33//hh 99..8800 330088  226688 5 562,00

Max. filling flow
(factory test)

6600  mm33//hh

Part no.
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OPD identification plate

- Double-sided aluminum plate (FR/EN) to be fitted near the filling point
-  The use and the replacement of this plate are exclusively subject to the installer’s

responsability
- It is important that the plate has information related to the OPD in place

Weight Kg Part no. €

Identification plate OPD DN 50 0,03 308 241 14,30

Identification plate OPD DN 80 0,03 308 240 14,30

Identification plate OPD DN 100 0,03 308 250 21,60

Identification plate OPD DN 50 NT 0,03 308 246 21,60

Holder clip for OPD identification plate

- Pre-drilled clip to fit on the filling tube or manhole plate

Weight Kg Part no. €

Parrallel holder clip DN50 0,50 308 242 18,20

Parrallel holder clip DN80 0,60 308 243 21,70

Bracket holder clip DN40-DN50 0,50 308 244 17,40

Bracket holder clip DN80-DN100 0,60 308 247 19,60

OPD cable tester

-  Check the correct operation of the OPD by testing the free movement of the float
- To fit on the float of OPD N, NT and stainless steel
- Union ø Rp 1’’ F (zamak) x G1” 1/4M with cover (zamak), chain (brass)
- Stainless steel cable Lg 2 m Ø 1 mm with a traction ring and cable clamp

Weight Kg Part no. €

OPD cable tester 0,20 308 267 36,20

OPTIONAL ACCESSORIES

D A T A S H E E T
A V A I L A B L E

D A T A S H E E T
A V A I L A B L E

D A T A S H E E T
A V A I L A B L E

OVERFILL PREVENTION DEVICE   

Identification plate OPD DN 80 NT 0,03 308 245 21,60

Identification plate OPD DN 100 NT 0,03 308 251 21,60

Identification plate OPD DN 80 INOX 0,03 308 252 21,60
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OTHER OVERFILL SYSTEM SOLUTIONS

Overfill prevention device 
FILSTOP 2” BSP 
-  Non-ATEX safety and environmental protection device preventing any risk of overflow 

when tank is full, intended for use in private storage tanks containing heating oil, diesel
fuel or kerosene not subject to declaration to classified bodies (ICPE)

- Installation and maintenance by simple fitting within a 2” BSP pipe

TECHNICAL SPECIFICATIONS

Connection thread G2" M (DN 50)

Material Aluminum, anodised aluminum 6026

Min. filling pressure 0,15 bar 

Max. filling pressure 7 bar (100 psi)

Min. filling flow 3,0 m3/h (50 l/min)

Max. filling flow 34,8 m3/h (580 l/min)

Type of filling Pump or gravity

Weight Kg Part no. €

Overfill prevention device FILSTOP 2" 0,70 308 132 170,00

Overfill prevention device 
CLEANFILL 2”  
CLEANFILL 2” AdBlue®

-  Non-ATEX safety and environmental protection device preventing any risk of
overflow when tank is full, intended for use in storage tanks containing heating oil,
diesel fuel and AdBlue® (depending on model)

-  Installation and maintenance by simple fitting within a 2” BSP pipe
-  European EN 13616 and Dutch KIWA BRL-K636/03 standards compliant

TECHNICAL SPECIFICATIONS

Connection thread G2" M (DN 50)

Material
CLEANFILL 2" : High resistance anodized alu 
CLEANFILL 2" AdBlue® : Stainless steel body, PE-HD float

Min. filling pressure 0,15 bar 

Max. filling pressure 7 bar (100 psi)

Min. filling flow 2,4 m3/h (40 l/min)

Max. filling flow 40 m3/h (650 l/min)

Type of filling Pump or gravity

Weight Kg Part no. €

Overfill prevention device CLEANFILL 2" 0,70 308 130 298,70

Overfill prevention device CLEANFILL 2" AdBlue® 2,00 308 131 883,00

OVERFILL PREVENTION DEVICE

D A T A S H E E T
A V A I L A B L E

D A T A S H E E T
A V A I L A B L E
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Overfill protector BC-2
 -  Non-ATEX safety equipment intended for use in storage tanks by triggering a preventive 

visible/audible alarm when the liquid gets in contact with the probe fitted inside the tank
 -  Two relays output (by changeover contact) for additional alarm 
 -  One « test button » to control the correct operation

TECHNICAL SPECIFICATIONS

Connection thread G1" M (DN 25)

Medium

Diesel fuel, FAME, fuel oil, bio fuel oil, water or oil-water mixtures (+1°C to 
+70°C), industrial oil, vegetable oil, waste oil, Urea soltion ( AdBlue®), liquid 
fertiliser (AHL, ASL, HAS) JGS (liquid manure, semi-liquid manure, silage 
effluent)…

Power supply 230 V AC ; 50-60 Hz

Dimensions BC-2 (IP 54) 194 x 130 x 65 mm (H x W x D) 

Degree of protection IP 54 (indoor or outdoor, protected against the weather)

Medium temperature range -20/+60°C

Probe length 250 mm, 360 mm, 500 mm, 700 mm

Probe diameter 10 mm

Probe material stainless steel

Probe cable length 4,7 m (max. 100 m)  2 x 1 mm²

Weight Kg Part no. €

Overfill protector BC-2 IP 54
(probe 250 mm with 4,7 m cable) 1,50 308 393 527,00

SPARE PARTS

Weight Kg Part no. €

Control unit BC-2 IP 54 1,00 308 394 371,10

Probe 250 mm with 4,7 m cable 0,50 308 395 193,60

IP 54

OVERFILL PREVENTION DEVICE   

D A T A S H E E T
A V A I L A B L E

Probe 360 mm with 4,6 m cable 0,50 308 390 211,30

Probe 500 mm with 4,5 m cable 1,00 308 391 218,20

Probe 700 mm with 4,3 m cable 1,00 308 392 230,70
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LEAK 
DETECTOR  

LEAK DETECTOR  
FOR DOUBLE-WALLED TANK 14

LEAK DETECTION FLUID 14

LEAK DETECTOR  
FOR RETENTION BASINS 15

SIZE CORRESPONDENCE

DN (mm) INCH (") Ø (mm)

DN8 1/4’’ 8/13

DN10 3/8’’ 12/17

DN15 1/2’’ 15/21

DN20 3/4’’ 20/27

DN25 1’’ 26/34

DN32 1’’1/4 33/42

DN40 1’’1/2 40/49

DN50 2’’ 50/60

DN65 2’’1/2 66/76

DN80 3’’ 80/90

DN100 4’’ 102/114

D A T A S H E E T
A V A I L A B L E

For all products marked with Datasheet Available, please 
visit our website www.selfclimat.com or contact us
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Scope of delivery
-  Control unit 16 SC.R

with relay

- LAF container

- Probe with 0,5 m cable

Mounting kit (option)
- 1,5 m plastic hose

- 2 hose nozzles G ¾ M

- 2 screw-thread clamps

-  A batch of screws
+ wallplugs

-  A sealing kit IP 54
(included in the mounting
kit N°2

Leak detection fluid 
(option) 
-  A 10 L container with leak

detection fluid « Progel DP 
Sanitaire » ready-to-use, 
temperature up to -30°C

-  Drums 215 L and
containers 1000 L
(available on request)

LEAK DETECTOR

D A T A S H E E T
A V A I L A B L ELeak detector fuitalarme  

16 SC.R for double-walled tanks   

-  For double-walled tanks with antifreeze liquid in the interstitial space
-  For monitoring flammable and non-flammable water-polluting liquids in aboveground and

underground storage tanks
-  The LAF container can be installed in hazardous areas zones I and II (e.g. manhole of petrol tanks)
-  The control unit 16 SC.R must be installed outside hazardous area (not permitted in EX protection zone)
-  Control unit with operating and alarm indicators, audible/visual alarm, test/acknowledge buttons

and relay output for connecting an additional external alarm equipment

TECHNICAL SPECIFICATIONS

Power supply 230 V AC ; 50-60 Hz

Operating temperature range Max. 50°C

Housing W x H x D: 120 x 120 x 50 mm

Degree of protection IP 20

LAF usable contents 4,5 l for max. 450 l in the interstitial space

Cable probe 0,4 m (max. 100 m) 2 x 1,5 mm²

Approval
Class II 
NF EN 13160-1 
NF EN 13160-3

Directive CE marking according to ATEX regulation 2014/34/EU

ATEX marking
ATEX II (1) G [Ex ia] IIC (control unit 16 SC.R) 
ATEX II 1 G Ex ia IIC Ga (LAF container)

Weight Kg Part no. €

Fuitalarme 16 SC.R (with relay), incl. container and probe 2,17 308 361 195,80

Fuitalarme 16 SC.R (with relay), incl. container and probe + KIT N°1 2,58 308 372 210,00

Fuitalarme 16 SC.R (with relay), incl. container and probe + KIT N°2 2,62 308 370 215,30

ACCESSORIES AND SPARE PARTS

Weight Kg Part no. €

Control unit 16 SC.R (with relay) 0,41 308 366 157,00

LAF container without probe (Ex) 0,34 308 362 83,60

Probe (Ex) 0,35 308 369 32,10

LAF mounting kit N°1 0,37 308 363 16,00

LAF mounting kit N°2 0,41 308 364 20,00

Bulbs in set of 5 (green) 0,02 308 367 16,10

Bulbs in set of 5 (red) 0,02 308 368 16,10

Junction fitting IP 54 (included in KIT N°2) 0,04 308 375 9,80

A 10 L container with leak detection fluid at -30°C 10,00 308 376 52,00
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Leak alarm unit LWG 2000 
for storage rooms, manholes, storage 
tanks, retention basins, drip pans  
- For visual and audible alarms if liquids with a flash point of ≥ 55°C are detected
-  The control unit LWG 2000 must be installed outside hazardous area (not permitted

in EX protection zone)
-  Control unit with operating and alarm indicators, audible/visual alarm, test/acknowledge 

buttons and relay output for connecting an additional external alarm equipment

TECHNICAL SPECIFICATIONS

Medium
Water, urea solution (AdBlue®), fuel oil, heavy heating oil, diesel fuel, 
bio fuel oil, FAME, new oils, waste oil, oil-water mixtures, industrial oil, 
vegetable oil, liquid fertiliser (AHL, ASL, HAS)...

Probe mounting Storage tanks, containment basins, floors, manholes, pipes etc.

Power supply 230 V AC ; 50-60 Hz

Operating temperature range Max. 60°C

Housing W x H x D: 120 x 120 x 50 mm

Degree of protection IP 30

Probe material Stainless steel 1.4301

Cable length 2 m or 5 m (max. 100 m) 2 x 1,5 mm²

Approval
Class III 
NF EN 13160-1 
NF EN 13160-4"

Weight Kg Part no. €

Leak alarm unit LWG 2000 (probe with 2 m cable) 1,00 308 380 291,90

Leak alarm unit LWG 2000 (probe with 5 m cable) 1,50 308 384 340,80

ACCESSORIES AND SPARE PARTS

Weight Kg Part no. €

Control unit LWG 2000 0,50 308 381 214,70

Probe with 2 m cable 0,40 308 382 128,40

Probe with 5 m cable 0,90 308 385 136,90

Probe with 20 m cable 2,00 308 387 223,60

Mounting kit 0,10 308 383 5,20

Junction fitting IP 54 0,04 308 375 9,80

Leak protection system AS-2
-  Automatic shutoff of electrical equipment connected to the socket (e.g. pump or

burner) and visual/audible alarm when liquid is detected by the probe

TECHNICAL SPECIFICATIONS

Medium Water, fuel oil, diesel fuel, new oil, waste oil, oil-water mixtures.

Probe mounting Retention basins, burner retention, pipes…

Power supply 230 V AC ; 50-60 Hz

Switched power max. 1800 VA

Switched voltage 250 V AC / 8 A

Sound level of buzzer approx. 70 dB(A)

Operating temperature range -20°C to +60°C

Housing W x H x D: 121 x 66 x 56 mm

Degree of protection IP 20

Probe material CuZn / V2A

Weight Kg Part no. €
Leak protection system AS-2 2,00 308 075 259,00

LEAK DETECTOR

D A T A S H E E T
A V A I L A B L E

D A T A S H E E T
A V A I L A B L E
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LEVEL 
CONTROL

ELECTRONIC LEVEL GAUGE 
SMARTBOX® 1/2/3/4/4 PRO 18 - 21

ELECTRO-MECHANICAL LEVEL GAUGE 
SMARTBOX ® MINI 22

ELECTRO-MECHANICAL LEVEL GAUGE 
SMARTBOX ® FSA-W 23

MECHANICAL FLOAT LEVEL GAUGE 24

PNEUMATIC LEVEL GAUGE  25 - 26

SECURE LEVEL & BUND ALARMS 27 - 29

SIZE CORRESPONDENCE

DN (mm) Inch (") Ø (mm)

DN8 1/4’’ 8/13

DN10 3/8’’ 12/17

DN15 1/2’’ 15/21

DN20 3/4’’ 20/27

DN25 1’’ 26/34

DN32 1’’1/4 33/42

DN40 1’’1/2 40/49

DN50 2’’ 50/60

DN65 2’’1/2 66/76

DN80 3’’ 80/90

DN100 4’’ 102/114

D A T A S H E E T
A V A I L A B L E

For all products marked with Datasheet Available, please 
visit our website www.selfclimat.com or contact us
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Scope of delivery
-  Control unit SmartBox®

1, 2, 4 or 4 Pro

-  Submersible probe 0/250
mbar with 6 m cable,
measuring accuracy 1,0%

-  Adapters G1″ x 1″ ½
x 2″ M

- Cable gland

Advantages
-  Suitable for all tank shapes

-  High reliability and
measuring accuracy

-  Easy, simple and quick
installation

-  Digital display in L, cm
and equivalence in %

-  Remote measurement 
(up to 200 m by cable
extension)

-  Alarm, relay contact, SMS
(depending on model)

Options
-  Analogue output 0-5 V,

4-20 mA, M-Bus via DTM
module

-  Moisture proof junction
box IP 66 with pressure
relief port for protection
of probe cable extension

 -  Other submersible 
probes available (ATEX,
0/500 mbar, 0/1000 
mbar…)

Electronic level gauge 
SmartBox® 1, 2, 3, 4, 4 Pro

-  Universal, hydrostatic level indicator consisting
of a control unit with digital display and a sub-
mersible probe with integrated measuring cell

-  Continuous level measurement on the digital
display unit (L or cm, equivalence in %)

TECHNICAL SPECIFICATIONS

Submersible probe 0/250 mbar

Medium
Clean liquids such as fuel oil, biofuel, 
diesel, biodiesel, FAME, new oils, 
rainwater, AdBlue® etc.

Measuring range

Probe 0/250 mbar  Max. height 
(water = 2,50 m, heating oil = 2,90 m)  
Probe 0/500 mbar  Max. height 
(water = 5 m, heating oil = 5,80 m) 
Probe 0/1000 mbar  Max. height 
(water = 10 m, heating oil = 11,60 m)

Measuring  
accuracy

± 1 % 

Operating  
temperature range

-10°C à +50°C

Connection thread G1” x 1” ½ x 2” M

Connection cable
6 m (max. 200 m) cable extension,  
min. section 2 x 0,40 mm² 

Dimensions
Ø probe : 22 mm 
without cable : 90 mm

Degree  
if protection

IP 68

Control unit SmartBox® 1, 2, 3, 4

User language French/English/German

Power supply 230 V AC 50 Hz

Degree  
of protection

IP 30 (indoor) 
IP 54 (indoor or outdoor against the 
weather)

Analogue output 
signal (optional 

DTM module)
4-20 mA, 0-5 V, M-Bus

Level  
reading

Interface 
management

Relay 
contact

Visual 
audible alarm

Event  
signaling

Data  
transmission

SmartBox 1 IP 30/IP 54 Y Y 0

SmartBox 2 IP 30/IP 54 Y Y 2

SmartBox 3 IP 30 Y Y 1 Y

SmartBox 4 GSM IP 30/IP 54 Y Y 1 Y Y

SmartBox 4 Pro GSM IP 54 Y Y 0 Y Y

DTM module Moisture proof 
junction box IP 

66 with pressure 
relief port

En option

LEVEL CONTROL

D A T A S H E E T
A V A I L A B L E
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SmartBox 1

Weight Kg Part no. €

SmartBox 1 IP 30 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 064 1 087,00

SmartBox 1 IP 54 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 044 1 141,00

SmartBox 2
(two relay contacts with NO and NC)

Weight Kg Part no. €

SmartBox 2 IP 30 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 066 1 262,00

SmartBox 2 IP 54 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 046 1 325,00

SmartBox 3
(one relay contact 
+ one visual/audible alarm)

Weight Kg Part no. €

SmartBox 3 IP 30 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 065 1 319,00

LEVEL CONTROL
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SmartBox 4 GSM
(one relay contact, SIM card not included)

Weight Kg Part no. €

SmartBox 4 GSM IP 30 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 063 1 969,00

SmartBox 4 GSM IP 54 (submersible probe 0/250 mbar with 6 m cable, measuring accuracy 1,0%) 2,00 308 043 2 068,00

SmartBox 4 Pro GSM
(can be connected to 4 tanks, SIM card not included)

- Control unit without probe
-  Number and type of probes to be determined

Weight Kg Part no. €

SmartBox 4 Pro GSM IP 54 (control unit without submersible probe) 2,00 308 062 1 894,00

LEVEL CONTROL
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Analogue output for  
SmartBox® 1, 2, 3, 4, 4 Pro 
The DTM module is proposed as an option to provide an analogue output signal 
to a measuring input control/regulatory/acquisition systems such as in a building 
management system. 

Analogue output signal Power supply Part no. €

DTM 1 module 0-5V With SmartBox® 308 067 224,60

DTM 3 module 4-20 mA 9 - 24 V DC 308 068 357,40

DTM 4 module M-Bus With M-Bus protocole 308 069 544,00

Spare parts  
SmartBox® 1, 2, 3, 4, 4 Pro 

Accessories and spare parts Weight Kg Part no. €

Control unit SmartBox 1 IP 54 0,40 308 073 472,30

Control unit SmartBox 2 IP 54 0,40 308 076 656,00

Control unit SmartBox 3 IP 30 0,40 308 078 657,00

Control unit SmartBox 4 GSM IP 54 0,40 308 079 1 527,00

Control unit SmartBox 4  Pro GSM IP 54 2,00 308 062 1 894,00

Submersible probe 0/250 mbar  
with 6 m cable (acc. 1,0%)

1,50 308 071 707,00

Submersible probe 0/250 mbar  
with 6 m cable (acc. 0,5%)

1,50 308 099 879,00

Submersible probe 0/500 mbar  
with 10 m cable (acc. 1,0%)

3,00 308 093 884,00

Submersible probe 0/1000 mbar  
with 15 m cable (acc. 1,0%)

4,00 308 094 985,00

Mounting kit for probe  
(adapters G1" x G1" 1/2 x G2" M and cable gland)

0,20 308 072 20,00

Junction box IP 66 with pressure relief port 0,30 308 083 72,00

Optional accessories - ATEX approval Weight Kg Part no. €

Submersible ATEX probe 0/250 mbar  with 6 m 
cable acc. 0,25%. (ATEX II 1G EEx ia IIC T4/T6)

2,00 308 082 2 202,00

Junction box IP 66 with pressure relief port  
for ATEX probe

0,30 308 081 111,30

ZENER safety barrier for ATEX probe 0,50 308 085 606,00

Junction box IP 65 for ZENER safety barrier 0,30 308 086 197,20

The ATEX probe 
must be fitted with 
ZENER safety barrier 
and junction box  
(ex. gasoline, super).

Moisture proof 
junction box IP 66 
with pressure relief 
port for protection 
of probe cable 
extension.

LEVEL CONTROL
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Scope of delivery
-  Control unit SmartBox®

MINI

-  Mechanical level indicator
FSA-E with 10 m cable

- 3 x AA batteries

- 10 m cable (50 m max.)

Advantages
-   Suitable for all tank shapes

-  Easy, simple and quick
installation

-  Economical product 
(automatic sleep mode to
prolong batteries’ life)

-  Digital display in L, cm
or %

-  Quick reading by pressing
the SENSOR touch
(Push-to-Read function)

-  Remote measurement 
(up to 50 m by cable
extension)

Electro-mechanical 
level gauge 
SmartBox® MINI 
Operates without power supply

-  Universal, electro-mechanical level indicator
consisting of a battery-operated control unit
with digital display and a mechanical gauge
FSA-E

-  Continuous level reading on the mechanical
gauge FSA-E (cm) and on the digital display
unit with Push-to-Read function (L, cm or %)

TECHNICAL SPECIFICATIONS

Mechanical level indicator FSA-E

Medium

Fuel oil, biofuel, diesel fuel, 
biodiesel, new oils, waste oils, 
rain water, oil-water mixtures, 
AdBlue®…

Measuring range

0/160 cm  
(0/150 cm max. filling level) 
0/250 cm  
(0/240 cm max. filling level)

Connection thread G1" ½ M

Float Ø Ø 38 mm

Float material PE-HD (white)

Operating temperature 
range

0/+40°C

Connection cable

10 m (max. 50 m) 
cable extension LIYY,  
section 5 x 0,25 mm²  
Ø cable 4,5/6 mm

Control unit SmartBox® MINI

Housing
Impact-resistant plastic (ABS) 
W x H x D: 144 x 99 x 45 mm

Measuring accuracy ± 2 % of FSA-E value 

Degree of protection IP 30

Supply voltage 1,5 V (3 x AA batteries)

Weight Kg Part no. €

SmartBox® MINI IP 30  
(with FSA-E 0/160 cm, 10 m cable)

1,20 308 050 273,50

SmartBox® MINI IP 30  
(with FSA-E 0/250 cm , 10 m cable)

1,20 308 051 255,20

SPARE PARTS

Weight Kg Part no. €

Mechanical level gauge FSA-E (0/160 cm) 0,20 308 052 49,10

Mechanical level gauge FSA-E (0/250 cm) 0,20 308 053 49,10

Control unit SmartBox® MINI 0,40 308 060 183,90

10 m cable with FSA-E connection 0,60 308 054 61,30

D A T A S H E E T
A V A I L A B L E
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Scope of delivery
-  Indicateur digital 

SmartBox® 1, 2 ou 3

- Jauge mécanique FSA-W

-  Câble de liaison 10 m
(100 m max.)

Advantages
-   Suitable for all tank shapes

-  Easy, simple and quick
installation

-  Digital display in L, cm
and equivalence in %

-  Remote measurement 
(up to 100 m by cable
extension)

-  Alarm, relay contact
(depending on model)

Options
-  Analogue output 0-5 V,

4-20 mA, M-Bus via DTM
module

Electro-mechanical 
level gauge 
SmartBox® FSA-W  
-  Universal, electro-mechanical level indicator

consisting of a control unit with digital display
and a mechanical gauge FSA-W

-  Continuous level reading on the mechanical
gauge FSA-W (cm) and on the digital display
unit (L or cm, equivalence in %)

TECHNICAL SPECIFICATIONS

Mechanical level indicator FSA-W

Medium

Fuel oil, biofuel, diesel fuel, 
biodiesel, new oils, waste oils, 
rain water, oil-water mixtures, 
AdBlue®…

Measuring range
0/250 cm  
(0/240 cm max. filling level)

Connection thread G1" ½ M

Float Ø Ø 38 mm

Float material PE-HD (white)

Operating temperature 
range

0/+50°C

Connection cable
10 m (max. 100 m) 
cable extension, min. section  
2 x 0,50 mm² 

Control unit SmartBox® 1, 2, 3

User language French/English/German

Measuring accuracy ± 3 % of FSA-W value

Degree of protection IP 30 

Power supply 230 V AC 50 Hz

Analogue output signal 
(optional DTM module)

4-20 mA, 0-5 V, M-Bus

Level 
reading

Interface 
management

Relay 
contact

Visual/ 
audible alarm

SmartBox 1 IP 30 Y Y 0

SmartBox 2 IP 30 Y Y 2

SmartBox 3 IP 30 Y Y 1 Y

Weight Kg Part no. €

SmartBox® 1 IP 30 (with FSA-W 0/250 cm, 10 m cable) 1,50 308 087 641,00

SmartBox® 2 IP 30 (with FSA-W 0/250 cm, 10 m cable) 1,50 308 088 741,00

SmartBox® 3 IP 30 (with FSA-W 0/250 cm, 10 m cable) 1,50 308 089 821,00

SPARE PARTS

Weight Kg Part no. €

Mechanical level indicator FSA-W (0/250 cm) with 10 m cable 1,10 308 070 216,30

D A T A S H E E T
A V A I L A B L E
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D A T A S H E E T
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Mechanical level gauge 
Mano-Clock Multi
- Universal, mechanical level gauge suitable for all indoor and outdoor tanks
-  Corrosion-resistant and high quality UV-resistant according to EN ISO 4892-1
- Big meter house (Ø 110 mm) for a better reading
- Can be easily adjusted to the desired tank height by using the scredriver « FULL »
- Design-gasket preventing the spread of oil odour

TECHNICAL SPECIFICATIONS

Medium
Fuel oil/diesel fuel (EN 590), Biofuel FAME (EN 14213),  
Biodiesel FAME (EN 14214) and motor oil

Measuring range 0/200 cm or 0/250 cm

Connection thread G1" ½ M

Operating temperature range -30°C / +50°C

Measuring accuracy ± 3 %

Meter house Ø Ø 110 mm

Float Ø Ø 36 mm

Float material POM

Weight Kg Part no. €

Mechanical gauge Mano-Clock Multi  
0/200 cm (G1" ½ M)

0,30 308 059 50,10

Mechanical gauge Mano-Clock Multi  
0/250 cm (G1" ½ M)

0,30 308 061 49,80

Mechanical level gauge FSA
-  Universal, mechanical level indicator with plastic gear
-  For continuous level measurement in all tank shapes
-  Supplied with a sticker for marking the « MAX » level and an odour-tight gasket

TECHNICAL SPECIFICATIONS

Medium
Fuel oil, biofuel, diesel fuel, biodiesel, new oils, waste oils, rain 
water, oil-water mixtures, AdBlue®…

Measuring range 0/160 cm or 0/250 cm

Connection thread G1" ½ or G2" M

Operating temperature range 0/+40°C

Measuring accuracy ± 3 %

Meter house Ø Ø 75 mm

Float Ø Ø 38 mm

Float material PE-HD (white)

Weight Kg Part no. €

Mechanical gauge FSA 0/160 cm (G1" ½ M) 0,20 308 057 20,90

Mechanical gauge FSA 0/160 cm (G2" M) 0,20 308 058 22,80

Mechanical gauge FSA 0/250 cm (G1" ½ M) 0,20 308 055 18,70

Mechanical gauge FSA 0/250 cm (G2" M) 0,20 308 056 20,20

D A T A S H E E T
A V A I L A B L E
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Pneumatic level gauge SKALA
-  Universal, pneumatic level gauge for continuous level measurement in tanks

containing fuel oil and diesel fuel
-  For tanks heights from 900 to 3,000 mm (fully adjustable) with remote

measurement up to 50 m
-  No power supply required
-  Zero correction possible, reference pointer for easy consumption monitoring
-  Measuring accuracy ± 3% of full scale, indication in % volume
-  A dual scale suitable for rectangular and cylindrical tanks
-  Connection copper pipe or PE hose (Ø 6 or 4 mm)

Weight Kg Part no. €

Pneumatic level gauge SKALA 0,62 308 152 100,90

Scale in liters 
-  Interchangeable PVC scale for pneumatic level indicator
-  For cylindrical tanks

Litreage (L) Part no. €

Scale in liters 3000 308 154 28,20

Scale in liters 7000 308 156 28,20

Scale in liters 10 000 308 157 28,20

Scale in liters 13 000 308 158 28,20

Scale in liters 16 000 308 159 28,20

Scale in liters 20 000 308 160 28,20

Scale in liters 25 000 308 161 28,20

Scale in liters 30 000 308 162 28,20

Scale in liters 40 000 308 163 28,20

Scale in liters 50 000 308 165 28,20

Pneumofix kit
-  Complete, universal mounting kit for pneumatic level indicator
-  PE measuring line, 20 m length (Ø 4 x 1 mm)
-  Reducer G½’’ x 1’’ x 1’’ ½ x 2’’M.
-  Spacer

Weight Kg Part no. €

Kit Pneumofix 2,00 308 153 124,70

D A T A S H E E T
A V A I L A B L E
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Multiflex set
-  Tank withdrawal system Multiflex
-  For withdrawal of fuel oil from underground and aboveground tanks in single-line or

dual-line mode
-  Combination fitting made of sof level sensor and withdrawal system with measuring

line connection for PE hose (Ø 4 x 1 mm) or copper pipe (Ø 6 x 1 mm)
-  Universal compression fittings for pipes with 8/10/12 mm outside diameter for

connecting the suction line are enclosed
-  Quick-action shut-off valve with lever for remote closing in emergency situations
-  Suction hose 2,10 m with spacer and star
-  Suction/return line : G3/8’’ F
-  Tank : G1’’ M (with adapter G2’’ M x 1’’ F)

Olives Weight Kg Part no. €

Soft 0,66 107 705 46,20

Brass 0,67 107 706 52,00

Flexobloc set 360° 
- Same supply as Multiflex set with soft olives (item number 107 705)
- Ideal for fast and simple mounting
- 360° rotating screw connection to avoid pipe or hose twisting

Weight Kg Part no. €

Flexobloc set 360° 0,7 107 708 49,80

Condensate trap 
-   For protection of pneumatic level indicators against condensate
-   Can be easily unscrewed for emptying
-   Bronze head and made of high-grade, impact-resistant plastic
-   For PE hose (Ø 4 x 1 mm) or copper pipe (Ø 6 x 1 mm)

Weight Kg Part no. €

Condensate trap 0,15 308 077 39,80

Tank union 
- Brass union G3/8’’ M

Weight Kg Part no. €

Tank union 0,07 308 074 11,70

D A T A S H E E T
A V A I L A B L E
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Secure Mains Multi-Zone tank alarm 
-  Mains multi-channel tank alarm for alerting of a combination or all of the following tank

states : high, low and/or bund
-  90 db sounder & flashing orange strobe to warn of a problem
-   Zone in question lights up on the screen to clearly indicate the activated tank state
-   Test & alarm mute functions
-   Automatically reversed float logic for low zones
-  Please note : If your configuration is not listed below, select the box only & the probes you

need separately (see fuel probes and for other liquids)

TECHNICAL SPECIFICATIONS

Multi-Zone Alarm

User language English

Material Polycarbonate

Dimensions (L x H x D) 145 x 242 x 110 mm

Degree of protection IP 55 (indoor or outdoor against the weather)

Power supply
110 or 230 V AC ; 50-60 Hz ; 1.0 A 
12 or 24 V DC ; 1.0 A

Temperature -20°C to +50°C

Max. altitude 2000 m

Sound output 90 dB

Number of alerts 3 max. (High, Low and/or Bund)

Number of relay contacts 3

Cable 5 m (max. 50 m for mains and max. 20 m for battery version) - 2 x 22AWG (0,65 mm²)

Power supply Fuel probe Relays Zones Weight Kg Item no. €

Secure Mains Multi-Zone alarm IP 55 (box only) 12/24/110/230 V 0 3 Multi-High/Low/Bund 2,00 308 210 561,00

Secure Mains Multi-Zone alarm IP 55  
(c/w 3 single fuel probes 5m)

12/24/110/230 V 3 single 3 Multi-High/Low/Bund 3,50 308 211 832,00

 Secure Mains Multi-Zone alarm IP 55  
(c/w 1 double & 1 single fuel probes 5m)

12/24/110/230 V
1 double & 1 

single
3 Multi-High/Low/Bund 3,50 308 212 820,00

D A T A S H E E T
A V A I L A B L E

Secure fuel tank alarm probe  
-  The fuel tank alarm probes are designed for use with the industry alarms (see pages

29-30) to accurately detect and alert the user of one, a combination, or all of the
following tank states (magnetic reversible float level switch) :

H = HIGH (High fuel level) to help avoid further filling of the tank and an overspill 
from occurring

L = LOW (Low fuel level) to indicate that stock is running out and a fuel delivery 
needs to be ordered

B = BUND (Bund alert) to warn that fluid is present in the bund compartment 
which may indicate a leak or the ingress of rain water

-  As standard, these probes are designed for installation onto steel tanks, for plastic
tanks the plastic tank kit is also required

Alerts Construction Cable Temperature Connection Weight Kg Part no. €

5 m single Secure fuel alarm probe
High or Low 

or Bund
NBR, nylon, inox

5 m PVC 2 x 22AWG 
(0,65 mm²)

-20°C/+80°C
1 ½" F BSP 
brass cap

0,50 308 200 90,40

9 m single Secure fuel alarm probe
High or Low 

or Bund
NBR, nylon, inox

9 m PVC 2 x 22AWG 
(0,65 mm²)

-20°C/+80°C
1 ½" F BSP 
brass cap

1,00 308 201 105,80

5 m double Secure fuel alarm probe High & Low NBR, nylon, inox
5 m PVC 2 x 22AWG 

(0,65 mm²)
-20°C/+80°C

1 ½" F BSP 
brass cap

1,00 308 202 170,20

9 m double Secure fuel alarm probe High & Low NBR, nylon, inox
9 m PVC 2 x 22AWG 

(0,65 mm²)
-20°C/+80°C

1 ½" F BSP 
brass cap

2,00 308 203 194,40

Plastic tank kit - for single probe 0,20 308 204 20,00

Plastic tank kit - for double probe 0,20 308 205 25,60

Simple fuel probe

Double fuel probe

Plastic tank kit

LEVEL CONTROL
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Secure Economy tank level alarm 
-  An economical, entry level tank alarm solution if only one level alert is required
-  Can be used to indicate that the tank level has reached either a high or low state depending

upon requirements
-  Battery powered for use on portable installations or sites where mains power is inaccessible
-  Flashing red LED & 90db alarm will sound to alert the user that the set level has been reached
-  Test & alarm mute functions
-  IP55 enclosure with 4 external mounting lugs
-  Simple operation means battery will last in excess of 72 hours in full alarm mode, making it

ideal for sites not always manned
-  Version available with 5m diesel/oil probe and version without for use with other fluids

(select other fluid probe from page 28). For high level AdBlue® version, it has an
encapsulated probe, ensuring reliable cut off even when crystallised

-  C/w 3 cut to size stickers to name the LED – 2 labelled high & low and 1 blank to name it 
something else with permanent marker

TECHNICAL SPECIFICATIONS

Alarm Eco Level

Application Fuel, diesel or AdBlue® version

User language English

Dimensions (L x H x D) 155 x 95 x 60 mm

Degree of protection IP 55 (indoor or outdoor against the weather)

Temperature -20°C to +50°C

Battery 1 x PP3 Alkaline (9V) 

Service life Can operate more than 2 years in standby operation and 72 hours in full alarm mode

Cable 5 m (max. 20 m for battery) 2 x 22AWG (0,65 mm²)

Battery Probe Zones Weight Kg Item no. €

Secure Economy tank level alarm IP 55 (c/w 5m single fuel probe) 1 x PP3 (9V) 1 Single - High or Low 1,50 308 220 226,90

Secure Economy high level/overfill alarm IP 55 (c/w 5m AdBlue® probe) 1 x PP3 (9V) 1 Single - High only 2,00 308 221 314,20

Secure Economy tank level alarm IP 55 (box only) 1 x PP3 (9V) 0 Single - High or Low 1,00 308 222 170,30

Secure Economy bund alarm 
-  An economical, entry level tank alarm c/w 5m single probe to alert of presence of fluid in the bund
-  Simple & cost effective solution if only bund alert is required
-  Used to indicate either the inner tank leaking into the bund or excess rain water and debris

that has built up
-  Battery powered for use on portable installations or sites where mains power is inaccessible
-  Flashing red LED & 90db alarm will sound to alert the user that the set level has been reached
-  Test & alarm mute functions
-  IP55 enclosure with 4 external mounting lugs
-  Simple operation means battery will last in excess of 72 hours in full alarm mode, making it

ideal for sites not always manned
-  Suitable for use with diesel and light oils

TECHNICAL SPECIFICATIONS

Alarm Eco Level

Application Fuel, diesel or AdBlue® version

User language English

Dimensions (L x H x D) 155 x 95 x 60 mm

Degree of protection IP 55 (indoor or outdoor against the weather)

Temperature -20°C to +50°C

Battery 1 x PP3 Alkaline (9V) 

Service life Can operate more than 2 years in standby operation and 72 hours in full alarm mode

Cable
5 m (max. 20 m for battery) 
2 x 22AWG (0,65 mm²)

Battery Probe Zones Weight Kg Item no. €

Secure Economy bund alarm IP 55 (c/w 5m single fuel probe) 1 x PP3 (9V) 1 Single - Bund 1,50 308 230 221,10

Secure Economy bund alarm IP 55 (c/w 5m AdBlue® probe) 1 x PP3 (9V) 1 Single - Bund 2,00 308 231 270,30

Secure Economy bund alarm IP 55 (box only) 1 x PP3 (9V) 0 Single - Bund 1,00 308 232 163,90

Single fuel probe

Sonde simple fuel

High level probe AdBlue®

Sonde fuite AdBlue®

D A T A S H E E T
A V A I L A B L E
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Secure alarm probes 
for other fluids  
- Water & Chemical Probe

-  Single probe for high or low level alerts on water & chemical tanks (magnetic
reversible float level switch)

-  Please note: Chemical compatibility must be checked

- High Viscosity Probe
-  Singe probe for high or low level alerts on tanks containing thick fluids, heavy fuel

oils and liquids containing some debris
-  Popular on waste oil tanks
-  For high level also suitable for liquids that crystallise e.g. AdBlue®

- Oil Drum Probe
- Singe probe for alerting of a high level in a drum
-  Designed specifically for waste oil storage systems when the user needs to be

aware when the container needs to be emptied

Alerts Construction Cable Temperature Connection Weight Kg Part no. €

Secure Water & Chemical probe High or Low
Polypro body  
& PE weight

5 m PVC  -20°C/+80°C
1 ½" F BSP 

PE cap
0,50 308 206 95,80

Secure High viscosity probe High or Low Polyprop 5 m PVC  0°C/+60°C
1 ½" F BSP 

PE cap
1,00 308 207 172,00

Secure Oil drum probe High 
Buna, nylon  
& polyprop

5 m PVC  -20°C/+80°C
3/4" M BSPT 
steel drum

0,50 308 208 121,80

Plastic tank kit - for single probe 0,20 308 204 20,00

High Viscosity

Oil drum

Water & Chemical

LEVEL CONTROL
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TANK
EQUIPMENT 

ATMOSPHERIC VENT, VALVE 32

ALARM WHISTLE 33

FILLER CAP, TANK LOCK  34

ANTI-SIPHON  VALVE 35

FUEL OIL HAND PUMP 36

PLUG VALVE 37

PLASTIC REDUCER 37

CERTIFICATE OF CONFORMITY 37

FUEL OIL FILTER 38

SIZE CORRESPONDENCE

DN (mm) Inch (") Ø (mm)

DN8 1/4’’ 8/13

DN10 3/8’’ 12/17

DN15 1/2’’ 15/21

DN20 3/4’’ 20/27

DN25 1’’ 26/34

DN32 1’’1/4 33/42

DN40 1’’1/2 40/49

DN50 2’’ 50/60

DN65 2’’1/2 66/76

DN80 3’’ 80/90

DN100 4’’ 102/114

D A T A S H E E T
A V A I L A B L E

For all products marked with Datasheet Available, please 
visit our website www.selfclimat.com or contact us
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TANK EQUIPMENT

Atmospheric vent 
with flame screen 
- Stainless steel grid and strainer
- Allows the storage tank to be protected against the rain water
- Easy and quick to set up : direct mounting on smooth venting tube
- Easy removal of flame screen for visual inspection and cleaning, if 

required
- Tightening on the pipe by a stainless steel screw
- Can be oriented 360°
- ATEX : suitable for use in zone 0
- Very good corrosion resistance
- Versions in DN32 and DN65 available upon request 

Weight Kg Part no. €

Atmospheric vent DN 40 aluminum 0,42 308 310 44,80

Atmospheric vent DN 50 aluminum 0,74 308 311 69,40

Atmospheric vent DN 40 polypropylene 0,40 308 312 28,40

Atmospheric vent DN 50 polypropylene 0,50 308 313 33,90

D A T A S H E E T
A V A I L A B L E

Vents
- Universal PVC vents are supplied with an adapter
- Metal vents are supplied with a protective screen

Vent Size Weight Kg Part no. €

Universal PVC 1" and 1" 1/4  0,04 308 027 6,70

Threaded PVC 1" F 0,02 308 029 7,70

Threaded PVC 1" 1/4 F 0,02 308 030 8,20

Threaded PVC 1" 1/2 F 0,02 308 031 4,20

Threaded PVC 2" F 0,04 308 032 8,50

Threaded PVC 2" 1/2 F 0,04 308 033 15,60

Threaded PVC 2" M 0,04 308 034 8,20

Threaded metal 1" F 0,09 308 000 7,80

Threaded metal 1" 1/4 F 0,12 308 001 9,00

Threaded metal 1" 1/2 F 0,16 308 002 9,40

Threaded metal 2" F 0,24 308 003 10,90

Airing and venting valve yellow
- Material: PA 6 body, NBR seal
- Working pressure: -0,1 Bar/ +0,15 Bar

Size Weight Kg Part no. €

Airing and venting valve 2" M 0,20 308 040 44,70

Hydrocarbon with flame screen

Hydrocarbon and Adblue® with flame screen
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D A T A S H E E T
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-  To be used as part of a control chain for overfill alarm systems when other safety
equipement are not recommended

-  The air coming out during the filling triggers a whistle which stops when the liquid
reaches approx. 95% of the tank volume

-  Fitting on tank G1” ¼ x 1” ½ M
- Fitting on vent tube G1” ¼ F

Poids Kg Réf. €

Alarm whistle 0,80 308 120 30,70

Horn/Light alarm WM 
-   98 dB sounder & flashing alarm for indoor and outdoor use
- PC / ABS material
- The alarm horn must be oriented down
- Integrated bracket for simple wall mounting without additional accessories

TECHNICAL SPECIFICATIONS

Horn/Light alarm WM 

Material PC/ABS

Dimensions (L x H x D) 83 x 235 x 91 mm

Degree of protection IP 65 (indoor or outdoor, protected against the weather)

Power supply 230 V AC ; 50 Hz ; 50 mA

Temperature -20°C to +50°C

Type of fixing Vertical wall mounting

Volume/dB (max.) 98,0 dB (A)

Acoustic signal Continuous tone

Optical signal LED

Weight Kg Item no. €

Horn/Light alarm WM IP 65 0,50 308 215 193,20

D A T A S H E E T
A V A I L A B L E
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Symmetrical union 
- Bayonet union, cap and chain
- Zamak 2’’ serie
- Aluminum 3’’ serie

Weight Kg Part no. €

Symmetrical union 2'' M 0,55 308 011 31,10

Symmetrical union 2'' F 0,43 308 012 27,90

Symmetrical union 3'' M 1,97 308 021 67,00

Symmetrical union 3'' F 1,70 308 022 64,10

Fuel tank lock  
SpinSecure 2’’ BSP 
-  Most secure tank lock on the market popular for domestic tanks
-  Fits onto a tank’s 2” BSP fill point to secure the contents against theft
-  Patented design means that when cap is locked it spins freely & is almost

impossible to remove
-  Padlock free-design with no torque points for crowbar entry
-  High security numbered lock with over 50 000 combinations
-  Simple fitting with no sealants, adhesives or tools required
-  Adaptor available to allow use on 2” F threads

Weight Kg Part no. €

Fuel tank lock SpinSecure 2"F 0,50 308 015 124,20

Adaptor 2" M/M 0,10 308 016 27,00

TANK EQUIPMENT
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Anti-siphon valve 
-  Safety device protecting against siphoning in the event of a tank leakage

(e.g. accidental pipe rupture)
-  The order of 1st July 2004 states the requirement of an anti-siphon valve

in a heating oil installation (refer to the national regulation in force).
-  To be fitted on the highest point of the circuit
-  Adjustable from 0,5 to 5 m depending on model (difference between the max.

filling level and the lowest point of the suction pipe).

Diaphragm anti-siphon valve  
HS – V2
TECHNICAL SPECIFICATIONS

Safety height Adjustable from 0,5 to 4 m

Connection 3/8" F/F

Positioning Vertical or horizontal

Flow max. 220 L/h

Operating temperature range 0/+40°C

Max. test pressure 6 bar

Material Zamak ZP0410

Height Weight Kg Part no. €

Anti-siphon valve HS – V2 0,5 to 4 m 0,60 107 073 81,60

Diaphragm anti-siphon valve 
sergovalve
TECHNICAL SPECIFICATIONS

Safety height Adjustable from 1,5 to 5 m except 3/8"

Connection F/F

Closure By spring

Positioning Horizontal

Flow From 80 to 660 L/h (depending on model)"

Operating temperature range 0/+40°C

Material Brass, bronze

Height Flow L/h Weight Kg Part no. €

Diaphragm anti-siphon valve 
sergovalve 3/8"

max. 2 m 80 0,60 107 055 1 160,00

Diaphragm anti-siphon valve 
sergovalve  3/4"

max. 5 m 390 2,70 107 057 1621,00

Diaphragm anti-siphon valve 
sergovalve  1"

max. 5 m 660 3,90 107 058 2 177,00

SPARE PARTS

Réf. €

Diaphragm sergovalve 3/8" 107 060 210,80

Diaphragm sergovalve 1/2" 107 061 357,20

Diaphragm sergovalve 3/4" 107 062 422,50

Diaphragm sergovalve 1" 107 068 570,00

D A T A S H E E T
A V A I L A B L E

D A T A S H E E T
A V A I L A B L E

TANK EQUIPMENT
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- Hand pump with automatic stop valve
- Application : containers 60 / 200 / 200 L and tanks
- Media : Oils up to SAE 50, self-lubricating, non-aggressive media, undiluted anti-
freeze, fuel oil, diesel, petroleum
- Max. delivery rate : 7 L/min
- Length of suction tube : 1,5 m (Rigid PVC pipe supplied in 3 parts, can be adapted)
- Barrel screw coupling : G2’’ male
- Discharge : PVC discharge hose ∅ 15 mm, Lg 1 m, with plastic discharge spout

Weight Kg Part no. €

Complete hand pump 2,00 107 401 120,00

Aluself tube 
- For pipelines in oil firing systems suitable for FAME and bio heating oil
- Maximum allowed pressure : PS 25 bar
- Material: aluminum EN AW-1070A
- Tube according to EN 755-1
- PVC sheathing, layer thickness 0.8 mm
- Min./max. temperature TS : -5°C to +60°C
- Pipe screw diameter x wall thickness (10 x 1 mm)
- Coil of 50 m

Ø tube Weight Kg Part no. €

Aluself tube 8 x 10 mm 5,50 107 292 278,00

Double stainless steel ball 
screen filter 
- Brass screen filter
- Double stainless steel ball

Size Weight Kg Part no. €

Double stainless steel ball screen filter 
3/8" F

0,10 107 090 20,70

Double stainless steel ball screen filter 
1/2" F

0,11 107 091 23,20

Double stainless steel ball screen filter 3/4" F   
(while stocks last) 0,29 107 092 76,60

Double stainless steel ball screen filter 1" F  
(while stocks last) 0,31 107 093 110,90

TANK EQUIPMENT
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Plug valve 
-  Quick quarter turn lever operation, closure by two ball joint articulated gates
-  Bronze body/cap – Brass rod/gland – Cast iron lever
-  Working operation water 10 bar, fuel 10 8 bar
-  Female/female PN 16

Size Weight Kg Part no. €

Plug valve 3/8" F/F 0,37 107 024 42,60

Plug valve 1/2" F/F 0,40 107 026 42,70

Plug valve 3/4" F/F 0,54 107 028 52,70

Plug valve 1" F/F 0,77 107 029 65,40

Plug valve 1" 1/4 F/F 1,00 107 030 81,20

Plug valve 1" 1/2 F/F 1,43 107 031 104,40

Plug valve 2" F/F 2,03 107 032 150,10

Plastic reducer / adapter
- For tank connection

Plastic reducer / adapter Material Weight Kg Part no. €

G2" M x 1" ½ F PA (suitable for biofuel) 0,02 104 010 3,80

G2" M x 1" F PVC 0,02 107 089 4,30

G1" ½ M x 1" F PVC 0,01 107 088 4,10

Certificate of conformity  
-  A mandatory document for professional technicians working on a fuel storage tank :

- On installation
- On modification

-  Compliant with the order of 1st July 2004
-  50 pages booklet, A4 format with 3 NCR sheets

Weight Kg Part no. €

Certificate of conformity  
(50 pages booklet)

0,40 308 098 42,50

D A T A S H E E T
A V A I L A B L E

D A T A S H E E T
A V A I L A B L E

TANK EQUIPMENT
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Single pipe filter 
with stop tap 
- Filter for a monotube installation with a stop tap on the suction side

Connection Olives Weight Kg Part no. €

F/F soft 0,63 102 060 38,90

Monotube recirculating filter  
- RE-supply to the pump by reuse of the returned fluid
- Enables the return pipe to the tank to be eliminated
- Felt filter element

Connection Olives Weight Kg Part no. €

F/F soft 0,58 102 062 48,00

Dual pipe filter with stop tap   
-  Filter for a dual tube installation with a stop tap on the suction side and a check

valve on the output

Connection Olives Weight Kg Part no. €

F/F soft 0,58 102 061 38,30

M/F soft 0,58 102 066 44,70

TECHNICAL SPECIFICATIONS

Connection G3/8" (DN10)

Medium Fuel

Ø tube 8-10-12 mm

Sealing O-ring

Max. flow 500 L/h (100 L/h with a cartridge 80% clogged)

Scope of delivery nickel plated cartridge + mounting bracket

Spare parts for filters
Weight Kg Part no. €

Nickel plated screen filter element 0,01 107 810 4,70

Felt filter element 0,01 107 809 3,90

Bowl nut 0,04 107 811 3,80

O-ring seal for bowl nut 0,01 107 813 1,60

Transparent bowl 0,05 107 812 4,80

Sachet of soft olives for universal connection 0,03 107 814 4,00

Sachet of brass olives for universal connection 0,07 107 815 8,60

TANK EQUIPMENT
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1.  Conclusion de la vente
Toute commande de produits auprès de
notre Société, quelle qu’en soit l’origine,
implique l’adhésion sans réserve aux
présentes conditions générales de vente.
Elles prévalent sur toutes les conditions
générales d’achat, quels qu’en soient les
termes et annulent toute clause contraire
pouvant �gurer sur les contrats, documents
ou correspondances de l’acheteur.
Il est entendu que toute clause qui �gure sur
les contrats, documents ou correspondances
de l’acheteur et qui ferait obstacle à
l’application des présentes, dans l’éventualité
où elle serait contraire aux dispositions
desdits documents, est considérée comme
nulle et sans e�et à l’égard de notre Société.

2.  Prix
Les prix des produits sont �xés par le tarif en 
vigueur au jour de l’expédition de la 
commande. Ce sont des prix publics Hors 
Taxes, départ magasin, port, emballage, 
assurance éventuelle et TVA en sus.
Pour les accessoires Self Climat et les pièces 
détachées MORVAN, le franco de port 
France métropolitaine est à partir de 350,00 
€ nets hors taxes.
Pour les commandes d’un montant compris 
entre 56,00 € et 350,00 € nets hors taxes, 
un forfait de port et de facturation de 24,00 
€ hors taxes est appliqué.
Pour les commandes d’un montant inférieur 
à 55,00 € nets HT, un forfait de port et 
de facturation de 26,00 € hors taxes est 
appliqué.
Pour les produits MORVAN, chaudières, 
cuisinières et poêles, le transport en France 
métropolitaine est franco. Néanmoins , 
toute livraison requérant des prestations 
spéciales – telles que le hayon élévateur, la 
prise de rendez-vous obligatoire, type de 
véhicule spéci�que petit-porteur, etc. – devra 
faire l’objet d’une demande préalable par 
l’acheteur et entraînera systématiquement 
une facturation complémentaire.

3.  Conditions de règlement

3.1 – Délai
Toute première commande doit être réglée 
comptant sur facture proforma sans 
escompte. Pour un compte ouvert et selon 
les autorisations accordées par notre société, 
les factures sont payables selon les lois en 
vigueur.

3.2 – Escompte
En cas de paiement comptant ou de 
règlement anticipé par rapport à la date 
de règlement prévue sur la facture, il sera 
appliqué un escompte de 0 ,5 % par mois 
d’anticipation.

3.3 – Pénalités en cas de retard  
de paiement
Pour tout re tard de paiement total ou partiel, 
notre Société appliquera une pénalité de 
retard d’un montant équivalent à celui qui 
résulterait de l’application d’un taux égal à 
trois fois le taux de l’intérêt légal, calculé par 
mois, et ce après mise en demeure préalable 
de l’acheteur.
Tous frais de quelque nature que ce soit, liés 
au retard ou défaut de paiement, seront à la 
charge de l’acheteur.
Toutes compensations ou toutes déductions 
réalisées unilatéralement par l’acheteur 
seront traitées comme un défaut de 
paiement et entraîneront l’application des 
sanctions ci-dessus énoncées.

4. Livraisons

4.1 – Transfert des risques
Les marchandises voyagent aux risques et 
périls de l’acheteur.
Sauf convention contraire, le transfert des 
risques a lieu dès le chargement dans nos 
locaux sur le mode de transport choisi pour 

le compte de l’acheteur ou dès la mise à 
disposition des marchandises à l’acheteur.

4.2 – Délais de livraison
Quel que soit le délai convenu pour la 
livraison, aucune indemnité ne pourra être 
exigée en cas de retard. En tout état de 
cause, la livraison dans les délais ou la mise 
à disposition de la marchandise ne peut 
intervenir que si l’acheteur est à jour de 
ses obligations de paiement envers notre 
Société. Nous nous réservons le droit de 
procéder à des livraisons de façon globale 
ou partielle. En cas de livraison partielle, 
chacune d’elles sera considérée comme une 
opération commerciale complète. À chaque 
livraison partielle devra correspondre un 
paiement proportionnel de cette livraison.

4.3 – Transports
Le nombre et l’état des marchandises 
doivent impérativement être véri�és à la 
livraison en présence du transporteur. 
En cas d’avaries, retards, manquants, il 
appartiendra au destinataire de consigner 
ses protestations et réserves régulières 
auprès du transporteur, sur le document de 
réception qu’il doit obligatoirement signer, 
faire contresigner par le transporteur ou 
son préposé, dater et con�rmer par lettre 
recommandée dans un délai de 2 jours, non 
compris les jours fériés.
Sans préjudice des dispositions à prendre 
vis-à-vis du transporteur, les réclamations 
sur les vices apparents ou sur la non-
conformité des marchandises livrées doivent 
être formulées par lettre recommandée avec 
accusé de réception dans les 48  heures 
qui suivent la réception de la marchandise. 
Passé ce délai, aucune réclamation 
concernant de tels vices ne pourr a être 
admise. Il appartient de même à l’acheteur 
de faire respecter les règles de sécurité 
en matière de déchargement, notamment 
pour les produits encombrants et lourds, en 
utilisant le matériel adéquat.

5. Échange ou retour de matériel
Aucun retour de marchandise ne sera 
accepté si la demande n’a pas été 
préalablement faite et s’il n’a pas fait l’objet 
d’un accord écrit de notre part.
En cas d’accord, les marchandises devront 
être retournées dans leur emballage d’origine 
en port payé.
Ces retours donnent lieu à une décote 
pour réintégration et remise en stock de 
15  % minimum, étant entendu qu’elles 
peuvent être revendues en l’état. Sinon, 
il sera nécessaire de procéder à un 
examen des marchandises pour établir le 
montant de la décote supplémentaire pour 
reconditionnement et remise en état du 
produit.

6. Réserve de propriété
Notre société se réserve la propriété de 
la marchandise livrée jusqu’au versement 
des sommes dues sur les comptes de notre 
Société.
Pendant la durée de la réserve de propriété 
en tant que dépositaire, les risques ayant 
été transférés au moment de la livraison, 
l’acheteur devra assurer les marchandises 
contre tous risques de dommages ou de 
responsabilités.
L’acheteur, autorisé à revendre la 
marchandise livrée dans l’exécution normale 
de son commerce, est tenu d’informer 
immédiatement notre Société de la saisie, 
au pro�t d’un tiers, des marchandises livrées 
sous réserve de propriété.
En cas de non-paiement d’une fraction ou 
de l’intégralité de l’une quelconque des 
échéances convenues pour le prix, et huit 
jours après une mise en demeure par lettre 
recommandée restée infructueuse, en tout 
ou en partie, la vente pourra être résolue de 
plein droit, si bon semble à notre Société, 
sans préjudice de tous dommages-intérêts 
réclamés à l’acheteur. La marchandise devra 

être mise à la libre disposition immédiate de 
notre Société. La reprise de la marchandise 
n’équivaut pas à la résolution du contrat 
de vente. Les sommes déjà versées par 
l’acheteur pourront demeurer acquises à titre 
de dommages et intérêts.

7.  Garantie
Sans préjudice de la garantie légale de 
l’article 1641 du Code civil, notre garantie 
court contre tout vice de construction 
ou défaut de matière pendant une durée d’un 
an à compter de la livraison et est limitée au 
simple remplacement des pièces 
défectueuses, sans qu’aucune indemnité ou 
dommages – intérêts puissent être réclamés.  
Les extensions de garanties pour certaines 
gammes de produits sont dûment énoncées 
dans les documents techniques 
accompagnant le produit.
Généralement, la garantie est assujettie au 
respect des normes d’installation suivant les 
réglementations en vigueur et des notices 
techniques accompagnant le produit.
Pour la gamme des produits MORVAN, le 
Certi�cat de Garantie doit être adressé par 
voie postale à notre Société le jour de la mise 
en service de l’appareil, la non-application de 
cette démarche entraînant la perte de 
garantie.
Pour l’ensemble de nos produits, la garantie 
s’applique uniquement au matériel fourni par 
notre Société et ne peut en aucun cas être 
étendue aux matériels et accessoires ne 
faisant pas partie de notre fourniture.
La durée de la garantie est �xée 
individuellement pour les di�érents types de 
matériels.

8.  Préconisations
Les avis et conseils, les indications 
techniques, les schémas de principe, 
les propositions que nous pouvons être 
amenés à donner ou à faire, sont de l’ordre 
de l’assistance technique et n’impliquent de 
notre part aucune garantie. Il ne nous 
appartient pas d’apprécier les cahiers des 
charges ou descriptifs fournis. Il appartient 
au client de véri�er l’adéquation entre le 
choix du matériel et les conditions réelles 
d’utilisation.
Dans ce même cadre de préconisations, les 
visites que nous pouvons être amenés à 
e�ectuer chez l’usager n’ont qu’un caractère 
bénévole et ne peuvent en aucune façon 
nous engager.

9.  Mise en service
Notre personnel, ou celui de nos dépositaires, 
n’intervient qu’à titre d’assistance technique 
à l’installateur. 
Ce dernier reste seul responsable de 
l’installation qui doit être en ordre de marche 
et conforme aux prescriptions techniques 
ainsi qu’aux normes et réglementations en 
vigueur.

10.  Fabrication

11.  Attribution de juridiction – droit 
       applicable

Notre Société se réserve le droit de modi�er 
à tout moment sans préavis l’apparence 
extérieure et les caractéristiques de ses 
produits.

De convention expresse, il est attribué la 
compétence exclusive pour tous les litiges 
qui s’élèveraient entre les parties à l’occasion 
de leurs rapports commerciaux, aux 
Tribunaux français, et plus particulièrement 
au Tribunal de Commerce de Meaux, quel 
que soient le lieu de livraison, le mode de 
paiement accepté, et même en cas d’appel 
en garantie ou de pluralité de défendeurs.  
Par ailleurs, les relations avec l’acheteur sont 
régies par le droit français. En cas 
de traduction des présentes en langue 
étrangère, seul le texte rédigé en français 
aura valeur authentique.

CONDITIONS GÉNÉRALES DE VENTE

Un réseau d’experts

Les équipes techniques et commerciales vous accompagnent 
au quotidien.  

Grâce à notre expertise exclusivement dédiée au chauffage 
bois, toutes nos équipes sédentaires et itinérantes vous 
garantissent un suivi de qualité sur toute la France.  

Par ailleurs, vous avez la possibilité de rencontrer nos experts 
directement dans notre centre de formation à Torcy (77). Ils se 
tiennent à votre disposition pour partager leur savoir-faire et 
répondre à toutes vos questions techniques.

Direction commerciale
Lionel Lack
lionel.lack@selfclimat-morvan.com

Administration des ventes
Marilyn Barbier - 
marilyn.barbier@selfclimat-morvan.com

Chauffage dans l’habitat 
France et export
Service Commercial 
info@selfclimat-morvan.com

Direction logistique
Olivier Desroziers - 
magasin@selfclimat-morvan.com

Assistance technique
Alexandre Langlet - 
alexandre.langlet@selfclimat-morvan.com

Nacir Hadjanadjiboudine - 
nacir.hadja@selfclimat-morvan.com

Administration technique
Roxane Monate - 01 60 05 56 67
service.technique@selfclimat-morvan.com

`
Service marketing
Dany Tran
dany.tran@selfclimat-morvan.com

`

Vos contacts 
en région

1    MESSIER Cédric  
 

cedric.messier@selfclimat-morvan.com

2    LEBLOIS Benoit 
 

benoit.leblois@selfclimat-morvan.com

3    MARTIN Stéphane 
 

stephane.martin@Selfclimat-Morvan.com

4    FAVRY Sébastien 
 

sebastien.favry@Selfclimat-Morvan.com

5    Secteur DC 
 

info@Selfclimat-Morvan.com

6    Secteur Ouest Centre 
 

info@Selfclimat-Morvan.com

7    FAURE Alain 
 

alain.faure@Selfclimat-Morvan.com

8    RABIER Stéphane 
 

stephane.rabier@Selfclimat-Morvan.com

9    Commercial Corse 
 

info@Selfclimat-Morvan.com

1. Conclusion de la vente
Toute commande de produits auprès de notre So-
ciété, quelle qu’en soit l’origine, implique l’adhésion 
sans réserve aux présentes conditions générales de 
vente. Elles prévalent sur toutes conditions générales 
d’achat, quels qu’en soient les termes, et annulent 

documents ou correspondances de l’acheteur.

contrats, documents ou correspondances de l’ache-
teur et qui ferait obstacle à l’application des présentes, 
dans l’éventualité où elle serait contraire aux disposi-
tions desdits documents, est considérée comme nulle 
et sans effet à l’égard de notre Société.
 
2. Prix

au jour de l’expédition de la commande. Ce sont des 
prix publics hors taxes, départ magasin, port, embal-
lage, assurance éventuelle et TVA en sus.

actuelles, et notre Société se réserve le droit de les 

de change, des coûts des matières premières, des 
coûts de l’énergie, du transport, des évolutions de 
législations nationales ou internationales).
Pour les accessoires Self Climat MORVAN et les 

en vigueur, le franco de port pour les expéditions en 
France métropolitaine est à partir d’un montant de 

Pour les produits MORVAN chaudières, cuisinières 
et poêles, le transport en France métropolitaine 
est exclusivement franco de port à destination des 
grossistes revendeurs de notre marque. Néanmoins, 
toute livraison requérant des prestations spéciales – 
tels que le hayon élévateur, la prise de rendez-vous 

faire l’objet d’une demande préalable par l’acheteur 
et entraînera systématiquement une facturation com-
plémentaire.
 
3. Conditions de règlement

Toute première commande doit être réglée comptant 
sur facture proforma sans escompte. Pour un compte 
ouvert et selon les autorisations accordées par notre 
Société, les factures sont payables selon les lois en 
vigueur.

En cas de paiement comptant ou de règlement an-
ticipé par rapport à la date de règlement prévue sur 
la facture, il sera appliqué un escompte de 0,5 % par 
mois d’anticipation.

Pour tout retard de paiement total ou partiel, notre 
Société appliquera une pénalité de retard d’un mon-
tant équivalent à celui qui résulterait de l’application 
d’un taux égal à trois fois le taux de l’intérêt légal, cal-
culé par mois, et ce après mise en demeure préalable 
de l’acheteur.
Tous frais de quelque nature que ce soit, liés au retard 
ou défaut de paiement, seront à la charge de l’ache-
teur.
Toutes compensations ou toutes déductions réalisées 
unilatéralement par l’acheteur seront traitées comme 
un défaut de paiement et entraîneront l’application 
des sanctions ci-dessus énoncées.

Climat MORVAN au regard de son obligation d’en-
registrement aux registres des producteurs d’Equi-
pements Electriques et Electroniques et des produc-
teurs des Produits et Matériaux de Construction du 
Bâtiment, ainsi que la réalisation de ses déclarations 
de mises sur le marché respectivement auprès d’Eco-
system et de Valobat.
 
4. Livraisons

Les marchandises voyagent aux risques et périls de 
l’acheteur.
Sauf convention contraire, le transfert des risques a 
lieu dès le chargement dans nos locaux sur le mode 
de transport choisi pour le compte de l’acheteur ou 
dès la mise à disposition des marchandises à l’ache-
teur.

-
cune indemnité ne pourra être exigée en cas de re-
tard. En tout état de cause, la livraison dans les délais 
ou la mise à disposition de la marchandise ne peut 
intervenir que si l’acheteur est à jour de ses obliga-
tions de paiement envers notre Société. Nous nous 
réservons le droit de procéder à des livraisons de fa-
çon globale ou partielle. En cas de livraison partielle, 
chacune d’elles sera considérée comme une opéra-
tion commerciale complète. À chaque livraison par-
tielle devra correspondre un paiement proportionnel 
de cette livraison.

Le nombre et l’état des marchandises doivent impé-

transporteur. En cas d’avaries, retards, manquants, il 
appartiendra au destinataire de consigner ses protes-
tations et réserves régulières auprès du transporteur, 
sur le document de réception qu’il doit obligatoire-
ment signer, faire contresigner par le transporteur ou 

-

fériés.
Sans préjudice des dispositions à prendre vis-à-vis du 
transporteur, les réclamations sur les vices apparents 
ou sur la non-conformité des marchandises livrées 
doivent être formulées par lettre recommandée avec 

réception de la marchandise. Passé ce délai, aucune 
réclamation concernant de tels vices ne pourra être 
admise. Il appartient de même à l’acheteur de faire 
respecter les règles de sécurité en matière de déchar-
gement, notamment pour les produits encombrants 
et lourds, en utilisant le matériel adéquat.
 
5. Échange ou retour de matériel
Aucun retour de marchandise ne sera accepté si la 
demande n’a pas été préalablement faite et s’il n’a pas 
fait l’objet d’un accord écrit de notre part.
En cas d’accord, les marchandises devront être re-
tournées dans leur emballage d’origine en port payé. 
Ces retours donnent lieu à une décote pour réinté-
gration et remise en stock de 15 % minimum, étant 
entendu qu’elles peuvent être revendues en l’état. 
Sinon, il sera nécessaire de procéder à un examen des 
marchandises pour établir le montant de la décote 
supplémentaire pour reconditionnement et remise en 
état du produit.
 
6. Réserve de propriété
Notre société se réserve la propriété de la marchan-
dise livrée jusqu’au versement des sommes dues sur 
les comptes de notre Société.
Pendant la durée de la réserve de propriété en tant 
que dépositaire, les risques ayant été transférés au 
moment de la livraison, l’acheteur devra assurer les 
marchandises contre tous risques de dommages ou 
de responsabilités.
L’acheteur, autorisé à revendre la marchandise livrée 
dans l’exécution normale de son commerce, est tenu 
d’informer immédiatement notre Société de la saisie, 

-
serve de propriété.
En cas de non-paiement d’une fraction ou de l’inté-
gralité de l’une quelconque des échéances convenues 
pour le prix, et huit jours après une mise en demeure 
par lettre recommandée restée infructueuse, en tout 
ou en partie, la vente pourra être résolue de plein 
droit, si bon semble à notre Société, sans préjudice 
de tous dommages-intérêts réclamés à l’acheteur. 
La marchandise devra être mise à la libre disposition 
immédiate de notre Société. La reprise de la marchan-
dise n’équivaut pas à la résolution du contrat de vente. 
Les sommes déjà versées par l’acheteur pourront de-
meurer acquises à titre de dommages et intérêts.
 
7. Force majeure
Notre Société sera libérée de ses obligations pour tout 
événement indépendant de notre volonté qui em-
pêche ou retarde la livraison des produits, assimilée 
contractuellement à la force majeure. Il en sera ainsi 
notamment en cas d’événements intervenant chez 

incendie, crise sanitaire, épidémie, embargo, accident, 
notamment d’outillage, bris de machine, aléas clima-
tiques exceptionnels, interruption ou retard dans les 
transports, impossibilité d’être approvisionné, défec-
tuosité des matières premières, ou de tout autre évé-
nement indépendant de notre volonté entraînant un 
chômage partiel ou total dans notre Société, celles de 
nos fournisseurs ou sous-traitants.
 
8. Droits de propriété intellectuelle
L’acheteur s’engage à respecter l’ensemble des droits 
de propriété intellectuelle de notre Société dont il dé-
clare avoir parfaite connaissance.

9. Garantie

du Code civil, notre garantie court contre tout vice de 
construction ou défaut de matière. Les extensions et 
les conditions d’application de garanties pour cer-
taines gammes de produits sont dûment énoncées 
dans les documents techniques accompagnant le 
produit.
Généralement, la garantie est assujettie au respect 
des normes d’installation suivant les réglementations 
en vigueur et des notices techniques accompagnant 
le produit.

de garantie doit être adressé par voie postale ou nu-
mérique à notre Société le jour de la mise en service 
de l’appareil, la non application de cette démarche 
entraînant la perte de garantie.
Pour l’ensemble de nos produits, la garantie s’ap-
plique uniquement au matériel fourni par notre Socié-
té et ne peut en aucun cas être étendue aux matériels 
et accessoires ne faisant pas partie de notre fourni-
ture. Les frais de dépose, de port aller et retour et de 
repose sont exclus de la garantie.
 
10. Préconisations
Les avis et conseils, les indications techniques, les 
schémas de principe, les propositions que nous pou-
vons être amenés à donner ou à faire, sont de l’ordre 
de l’assistance technique et n’impliquent de notre 
part aucune garantie. Il ne nous appartient pas d’ap-
précier les cahiers des charges ou descriptifs fournis. 

choix du matériel et les conditions réelles d’utilisation.

que nous pouvons être amenés à effectuer chez l’usa-
ger n’ont qu’un caractère bénévole et ne peuvent en 
aucune façon nous engager.
 
11. Mise en service
Notre personnel, ou celui de nos dépositaires, n’inter-
vient qu’à titre d’assistance technique à l’installateur. 
Ce dernier reste seul responsable de l’installation qui 
doit être en ordre de marche et conforme aux pres-
criptions techniques ainsi qu’aux normes et régle-
mentations en vigueur.
 
12. Fabrication

moment sans préavis l’apparence extérieure et les 
caractéristiques de ses produits.
 
13. Information précontractuelle - Acceptation de 
l’Acheteur
L’Acheteur reconnait avoir été informé par le Vendeur 
de manière lisible et compréhensible, au moyen de la 
mise à disposition des présentes CGV, préalablement 
à son achat immédiat ou à la passation de la com-
mande et conformément aux dispositions de l’article 

-  sur les caractéristiques essentielles des Produits 
-

cations de dimensions ou de capacité lui permettant 
d’acquérir les Produits en toute connaissance de 
cause, notamment en ce qui concerne leurs condi-
tions d’utilisation. Les photographies et graphismes 
présentés ne sont pas contractuels et ne sauraient 
engager la responsabilité du Vendeur. L’Acheteur est 
tenu de se reporter au descriptif de chaque Produit 

essentielles ;
-  sur le prix des Produits et des frais annexes ou, en 
l’absence de paiement d’un prix, sur tout avantage 
procuré au lieu ou en complément de celui-ci et sur la 
nature de cet avantage ;
-  sur les modalités de paiement, de livraison et d’exé-
cution du contrat de vente ;
-  en l’absence d’exécution immédiate de la vente, sur 
les délais de délivrance des Produis commandés ;
-  sur l’identité du Vendeur et l’ensemble de ses coor-
données ;
 
14. Attribution de juridiction – droit applicable

exclusive pour tous les litiges qui s’élèveraient entre 
les parties à l’occasion de leurs rapports commer-
ciaux, aux Tribunaux français, et plus particulièrement 
au Tribunal de Commerce de Meaux, quel que soient 
le lieu de livraison, le mode de paiement accepté, et 
même en cas d’appel en garantie ou de pluralité de 
défendeurs.
Par ailleurs, les relations avec l’acheteur sont régies 
par le droit français. En cas de traduction des pré-
sentes en langue étrangère, seul le texte rédigé en 
français aura valeur authentique.

à votre service

Par téléphone  
à l’accueil commercial

Par e-mail à l’adrese

Sur notre site

 01 60 05 18 53

 info@selfclimat-morvan.com

 www.selfclimat-morvan.com

CONDITIONS GÉNÉRALES DE VENTE
1. Conclusion de la vente
Any order for products from our Company, regardless 
of its origin, implies unconditional acceptance of 
these general terms and conditions of sale. They 
take precedence over all general terms and condi-
tions of purchase, regardless of their terms, and 
nullify any conflicting clause that may appear in the 
buyer’s contracts, documents, or correspondence. 
 
It is understood that any clause appearing in the 
buyer’s contracts, documents, or correspondence that 
would hinder the application of these terms, in the 
event that it contradicts the provisions of these do-
cuments, shall be deemed null and void with respect 
to our Company.

2.Prix
The prices of the products are determined based on 
the tariff in effect on the day the order is shipped. 
These are public prices excluding taxes, from the 
store, excluding shipping, packaging, potential insu-
rance, and VAT. The prices are set according to current 
economic conditions, and our Company reserves the 
right to modify them at any time, without prior no-
tice, in the event of fluctuations in these conditions 
(changes in exchange rates, raw material costs, ener-
gy costs, transportation costs, or changes in national 
or international regulations). For Self Climat MOR-
VAN accessories and MORVAN spare parts listed 
in the current catalog, free shipping for deliveries in 
mainland France applies for orders with a net amount 
(excluding taxes) of €350.00 or more. For MORVAN 
products such as boilers, stoves, and heaters, trans-
portation in mainland France is exclusively free of 
charge for wholesale distributors of our brand. Howe-
ver, any delivery requiring special services—such as a 
tail lift, mandatory appointment scheduling, or a spe-
cific type of vehicle—must be requested in advance by 
the buyer and will systematically result in additional 
charges.

3. Conditions de règlement
3.1 – Payment Terms
Any initial order must be paid in full based on a pro-
forma invoice, without discount. For an open account 
and according to the authorizations granted by our 
Company, invoices are payable in accordance with 
applicable laws.

3.2 – Discount
In the case of cash payment or early payment relative 
to the due date specified on the invoice, a discount of 
0.5% per month of anticipation will be applied.

3.3 – Penalties for Late Payment
In the event of total or partial late payment, our Com-
pany will apply a late payment penalty equivalent to 
three times the legal interest rate, calculated monthly, 
after prior formal notice to the buyer. All costs of 
any kind related to late or defaulted payment will be 
borne by the buyer. Any compensation or deductions 
made unilaterally by the buyer will be treated as a 
payment default and will result in the application of 
the penalties outlined above.

3.4 – Eco-Contribution
In accordance with Article L.541-10-13 of the French 
Environmental Code, ADEME has assigned the fol-
lowing unique identifiers to Self Climat MORVAN:
- EEE Sector: FR331912_05QMVV
- PMCB Sector: FR331912_04FKOX
These identifiers certify Self Climat MORVAN’s com-
pliance with its obligation to register in the producer 
registries for Electrical and Electronic Equipment and 
Construction Products and Materials, as well as the 
submission of its market declarations to Ecosystem 
and Valobat, respectively.

4. Livraisons
4.1 – Transfer of Risk 
The goods travel at the buyer’s risk. 
Unless otherwise agreed, the transfer of risk occurs 
as soon as the goods are loaded at our premises onto 
the mode of transport chosen on behalf of the buyer 
or upon the goods being made available to the buyer. 
 
4.2 – Delivery Deadlines 
Regardless of the agreed delivery time, no compen-
sation may be claimed in the event of a delay. In any 
case, delivery or availability of the goods can only 
take place if the buyer has fulfilled their payment 
obligations to our Company. 
 
We reserve the right to carry out deliveries either in 
full or in part. In the event of a partial delivery, each 
delivery will be considered a separate commercial 
transaction. Each partial delivery must be paid pro-
portionally to the goods delivered.
4.3 – Transportation 
The number and condition of the goods must be 
checked upon delivery in the presence of the carrier. 

In the event of damage, delays, or missing items, the 
recipient must record their complaints and formal 
reservations with the carrier on the delivery receipt, 
which must be signed, countersigned by the carrier 
or their representative, dated, and confirmed by 
registered letter within two days (excluding public 
holidays). 
 
Without prejudice to any actions against the carrier, 
claims regarding visible defects or non-confor-
mity of the delivered goods must be submitted by 
registered letter with acknowledgment of receipt 
within 48 hours following receipt of the goods. After 
this period, no claims regarding such defects will be 
accepted. 
 
Additionally, it is the buyer’s responsibility to ensure 
compliance with safety regulations during unloading, 
particularly for bulky or heavy products, by using 
appropriate equipment.

5. Exchange or Return of Goods 
No return of goods will be accepted unless a prior 
request has been made and written approval has 
been obtained from our Company. 
 
If an agreement is reached, the goods must be re-
turned in their original packaging with prepaid ship-
ping costs. Such returns will be subject to a minimum 
15% deduction for reintegration and restocking, 
provided they can be resold in their current condition. 
Otherwise, the goods will be examined to determine 
the additional deduction required for reconditioning 
and restoration.

6. Retention of Ownership 
Our Company retains ownership of the delivered 
goods until full payment of the amounts due has 
been credited to our accounts. 
 
During the retention period, as the risks are transfer-
red upon delivery, the buyer must insure the goods 
against all risks of damage or liability. 
 
The buyer, who is authorized to resell the delivered 
goods in the normal course of business, must imme-
diately inform our Company if the goods delivered 
under retention of ownership are subject to seizure 
by a third party. 
 
In the event of non-payment, whether partial or 
total, of any agreed installment, and eight days after 
a formal notice sent by registered letter remains 
unfulfilled, the sale may be automatically terminated 
at our Company’s discretion, without prejudice to any 
damages and compensation claimed from the buyer. 
The goods must be immediately made available to 
our Company. 
 
The recovery of the goods does not constitute a ter-
mination of the sales contract. Any payments already 
made by the buyer may be retained by our Company 
as damages and compensation.

7. Warranty & Force Majeure
Without prejudice to the legal warranty under Article 
1641 of the French Civil Code, our warranty covers 
manufacturing defects or material defects for a pe-
riod of one year from the delivery date. The warranty 
is limited to the replacement of defective parts only, 
with no compensation or damages claimable. 
Extended warranties for certain product ranges are 
specified in the technical documents provided with 
the product. 
The warranty is subject to compliance with ins-
tallation standards in accordance with applicable 
regulations and the technical manuals provided with 
the product. 
For the MORVAN product range, the Warranty Certi-
ficate must be sent by postal mail to our Company on 
the day of commissioning the device. Failure to do so 
will result in loss of warranty coverage. 
For all our products, the warranty applies only to the 
equipment supplied by our Company and cannot, 
under any circumstances, be extended to materials 
and accessories not included in our supply. The 
warranty period is defined individually for different 
types of equipment.

8. Intellectual Property Rights
The opinions, advice, technical indications, schematic 
diagrams, and proposals that we may provide are 
offered as technical assistance and do not imply any 
guarantee on our part. 
It is not our responsibility to assess the specifications 
or descriptions provided. The client is responsible 
for verifying the compatibility between the selected 
equipment and the actual conditions of use. 
Similarly, any visits we may conduct at the user’s 
premises are purely voluntary and do not, in any way, 
constitute an obligation or commitment on our part.

9. Warranty
Our personnel, as well as that of our authorized dis-
tributors, intervene solely as technical assistance for 
the installer. The installer remains solely responsible 
for the installation, which must be operational and 
compliant with technical specifications, as well as 
applicable standards and regulations.

10. Recommendations
Our Company reserves the right to modify the exter-
nal appearance and characteristics of its products at 
any time and without prior notice. 
 
11. Commissioning
By express agreement, exclusive jurisdiction is 
granted to the French courts, specifically the 
Commercial Court of Meaux, for any disputes arising 
between the parties in the course of their commercial 
relations, regardless of the place of delivery, the 
payment method used, or even in the event of 
third-party claims or multiple defendants. 
Furthermore, relations with the buyer are governed 
by French law. In the event of a translation of these 
terms into another language, only the French version 
shall be considered legally binding.

12. Manufacturing
Our Company reserves the right to modify the exter-
nal appearance and characteristics of its products at 
any time and without prior notice.

13. Pre-contractual Information – Buyer’s 
Acceptance
The buyer acknowledges having been clearly and 
comprehensibly informed by the seller, through 
access to these General Terms and Conditions of 
Sale (GTC), before making an immediate purchase or 
placing an order, in accordance with Article L 221-5 
of the French Consumer Code, regarding: 
The essential characteristics of the products, inclu-
ding specifications, illustrations, and size or capacity 
details, allowing the buyer to make an informed 
purchase, particularly regarding usage conditions. 
Product photographs and graphics are non-contrac-
tual and do not bind the seller’s responsibility. The 
buyer must refer to each product’s description to 
understand its properties and key features. 
The price of the products and any additional fees, 
or, in the absence of a price, any benefits granted in 
place of or in addition to it, as well as the nature of 
those benefits. 
The payment terms, delivery conditions, and execu-
tion of the sales contract. 
If the sale is not executed immediately, the delivery 
time for the ordered products. 
The identity of the seller and all relevant contact 
details.

14. Jurisdiction and Applicable Law
By express agreement, exclusive jurisdiction is 
granted to the French courts, specifically the 
Commercial Court of Meaux, for any disputes arising 
between the parties in the course of their commercial 
relations, regardless of the place of delivery, the 
payment method used, or even in the event of 
third-party claims or multiple defendants. 
Furthermore, relations with the buyer are governed 
by French law. In the event of a translation of these 
terms into another language, only the French version 
shall be considered legally binding.

STANDARD TERMS OF SALE



PRICE LIST
Catolog 2025

Self Climat MORVAN
Z.I. Sud - Rue des Epinettes

CS 50152 TORCY 
77208 Marne-la-Vallée CEDEX 01

France

Tél. : +33 (0)1 60 05 18 53

export@selfclimat-morvan.com

www.selclimat.com

votre distributeur


