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LEAK PROTECTION SYSTEM AS-2 

Designation 
Safety device for monitoring potential leaks in : 

• Collection tanks under a storage tank, burner or engine 

• Containment basins under fuel oil appliances 

• Containment basins under pipes and conduits 
 
Application 
Intended for use with fuel oil, biofuel, diesel, EMAG (FAME), water, oil-
water mixtures (+1°C à +70°C), industrial oil, urea solution, heavy 
heating oil, liquid fertiliser (AHL, ASL, HAS), other water-hazardous, 
non-flammable liquids and flammable liquids with a flash point above > 
55°C. 
 
Operation 
An audible and visual alarm is triggered when a leak of a water-
hazardous liquid is detected in a designated collection area. In the 
event of an alarm, the device connected to the AS-2 socket will 
immediately shut down. 
 
• Operating status indicator: green LED 
• Audible and visual alarm: red LED 
 
Technical characteristics 
Intended for use only in a dry and protected location, installation 
prohibited in hazardous and potentially explosive areas 
 
Connector 

• Supply voltage : 230 V AC 50-60 Hz 

• Power cut : 250 V AC 

• Power consumption (without connected device): 2,5 VA 

• Degree of protection : IP20 acc. to EN 60529 standard 

• Dimensions : 121 x 66 x 56 mm (H x W x D) 

• Audible alarm level : appr. 70 dB 
 

Probe 

• Cable length : 2 m 

• Probe : length 64 mm / Ø 10 mm 

• Voltage : 12 V DC 

• Material : stainless steel 1.4404 

• Mounting position: vertical or horizontal 

• Operating temperature: -20°C to +50°C 
 

Composition 

• AS-2 connector for direct connection to a 230 V socket 

• PTC thermistor, encapsulated in stainless steel probe 

• Cable 2 m 
 

Warranty 
12 months provided fitting and operating instructions are observed. 
 

LEAK DETECTOR 
Technical datasheet 
 

Technical datasheet No. : LEAK PROTECTION SYSTEM AS-2 

Product code : 308 075 
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